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ESD Protection D iode  
 

 Features      
�” For sensitive ESD protection 
�” Low leakage  
�”Uni-directional ESD protection of one line 
�” Epoxy meets UL 94 V-0 flammability rating 
�” Moisture Sensitivity Level 1 

 
Mechanical Data  
�”��Package : SOD523 
�”��Terminals : Tin plated leads, solderable  per 

UNIT 

Operating Junction & Storage Temperature TJ&TSTG -45 to +125 �-  

IEC61000-4-2(ESD)Air 

VESD 

±30 KV 

Peak Pulse Current IPP 

Test Current IT 

Reverse Leakage Current@ VRWM IR 

Reverse Standoff Voltage VRWM 

Forward Voltage@ IF VF 

Forward Current IF 

Peak Power Dissipation PPk 

Max. Capacitance @ VR=0 and f=1MHz C 

 

COMPL IANT  

RoHS  
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�v Outline Dimensions  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■ Soldering Footprint  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 
 

SOD-523 

1.50(0.059) 
1.70(0.067) 

0.70(0.028) 
0.90(0.035) 

1.10(0.043) 
1.30(0.051) 

0.25(0.010) 
0.35(0.014) 

0.50(0.020) 
0.70(0.028) 

0.05(0.002) 
0.20(0.008) 

Unit:mm 
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