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BJ SESDULC3304P5

4-Line, Uni-directional, Ultra-low Capacitance |,
Transient Voltage Suppressor

Features

" 6 W Bof wltage: 3.3V Max

" 7UDQVLHQW SURWHFWLRQ IRU HDFK OLQH
IEC61000-4-2(ESD): +15kV (contact)
IEC61000-4-5(surge): 7$ Y,

" 8 OVgWdapacitance: C; = 0.4 pF typ

"/RZ OHDNDJH FXUUHQW

"/RZ FODPSLQJ YROWDJH

"8S WR OLQHV SURWHFWV

"5R+6 &RPSOLDQW

Applications
" HDMI 2.0, USB 3.0/3.1 Type C
" Monitors and flat panel displays
" Set-top box and Digital TV
” MDDI ports
" Video graphics cards
" Digital Video Interface (DVI)
" Notebook Computers
" PCI Express and Serial SATA Ports

Mechanical Data

"/HDG )LQLVK ODWWH 7LQ

"& DVH ODWHULDO 3*UHHQ  OROGLQJ &RPSRX
"0ORLVWXUH 6HQVRAWLYLW\ /HYHO
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v Characteristics (Typical)
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Fig.3 Clamping voltage vs. Peak pulse current
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7 Pulse waveform: t, = 8/20 fs
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Fig.6 Power derating vs. Ambient temperature
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Vv Outline Dimensions

v Soldering Footprint
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Notes:
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB

design guidelines are met.
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