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● RDS(ON)( at VGS=-1.8V)            ＜100mohm 
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 Low Gate Charge 
Ɣ Moisture Sensitivity Level 1 
Ɣ Epoxy Meets UL 94 V-0 Flammability Rating 
Ɣ Halogen Free 

Applications 
● PWM applications 
● Power management 
● Load switch 

■ Absolute Maximum Ratings (TA=25℃unless otherwise noted) 

Parameter Symbol Limit Unit 

Drain-source Voltage  VDS -20 V 

Gate-source Voltage  VGS ±10 V 

Drain Current  
TA=25℃  

ID 

-3.4 

A 

TA=70℃  -2.7 

Pulsed Drain Current A IDM -14 A 

Total Power Dissipation 
TA=25℃  

PD 

1 W 

TA=70℃  0.64 W 

Thermal Resistance Junction-to-Ambient ̀

 
■ Ordering Information (Example) 

PREFERED P/N 
PACKING 

CODE 
Marking 

MINIMUM OUTER CARTON 
QUANTITY(pcs) 

DELIVERY MODE

YJL2301C F2 S1. 3000 30000 120000 7“ reel 

COMPLIANT 

RoHS 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of t


