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Figure 7.  RDS(on) VS Drain Current; typical values        Figure 8.  Forward characteristics of reverse diode; typical values 
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Figure 9.  Normalized breakdown voltage                                     Figure 10.  Normalized Threshold voltage 
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Figure 11.  Current dissipation                                                        Figure 12.  Power dissipation  
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Figure 13.  Maximum Transient Thermal Impedance                               Figure 14.  Safe Operation Area 
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■ Test Circuits & Waveforms 

VDD

DUT

A  

Vds

G

D

S

L

25Ω

Tp

G

D S

Tp

       

VGS

ID

VDS

Tp

BVDSS

IAS

EAS=1/2*L*IAS2

 
 

Figure A.  Unclamped Inductive Switching (UIS) Test Circuit & Waveform 
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Figure B.  Gate Charge Test Circuit & Waveform 
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Figure C.  Resistive Switching Test Circuit & Waveform 
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■ TO-247AB Package information 

 
 

 

TO-247AB 

Dim Min Max 

A 4.80 5.20 

A1 2.21 2.61 

A2 1.85 2.15 

b 1.0 1.4 

b2 1.91 2.21 

c 0.5 0.7 

D 20.70 21.30 

D1 16.25 16.85 

E 15.50 16.10 

E1 13.0 13.6 

E2 4.80 5.20 

E3 2.30 2.70 

L 19.62 20.22 

L1 - 4.30 

ΦP 3.40 3.80 

ΦP1 - 7.30 

S 6.15TYP 

H1 
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