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Surface Mount Schottky Rectifier 
 

                   Features     
● Guard ring for overvoltage protection 
● Low power losses 
● Extremely fast switching 
● High forward surge capability 
● High frequency operation 
● Meets MSL level 1, per J-STD-020, LF maximum peak  
 of 260 °C 

● Part no. with suffix “Q” means AEC-Q101 qualin plated leads, solderable per  
 J-STD-002 and JESD22-B102 

● Polarity: Cathode line denotes the cathode end 

■Maximum Ratings (Ta=25�-  Unless otherwise specified） 

PARAMETER SYMBOL UNIT S36FQ 

Device marking code   S36F 

Repetitive peak reverse voltage VRRM V 60 

Maximum RMS voltage VRMS V 42 

Maximum DC blocking voltage VDC V 60 

Maximum average forward rectified current at TL (Fig.1) IO

Junction temperature TJ �-  -55~+150 

■Electrical Characteristics（Ta=25�-  Unless otherwise specified） 

PARAMETER SYMBOL ��Instantaneoun4J=125ȭ 

Typical junction capacitance CJ VR=4V,f=1MHz 135 - pF 

COMPLIANT 

RoHS  
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■ Outline Dimensions  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■ Suggested pad layout 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SMAF 

Dim Min Max 

A 2.40 2.80 

B 1.35 1.45 

C 3.40 3.60 

D 4.40 4.80 

E 1.05 1.25 

F 0.50 1.00 

G 0.15 0.31 

SMAF 

Dim Millimeters 

P1 6.50 

P2 4.00 

P3� 1.50 

Q1� 2.50 

Q2 1.70 

Dimensions in millimeters
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