RoHS

COMPLIANT

BCP56

NPN Transistor

®m Maximum Ratings (Ta=25

1-Base
2-Collector
3-Emitter
4-Collect. &'

Features
Moisture sensitivity level 1
Halogen free and RoHS compliant
Surface mount package ideally suited for auto
matic insertion

Application
Signal amplification
Switching circuit

Mechanical data
Package SOT-223
Terminals Tin plated leads, solderable per
J-STD-002 and JESD22-B102

Unless otherwise specified)

Item Syma
Collector base voltage ce¥ \% Ic A |
Collector emitter voltage cey \% Ic mA |
Emitter base voltage e8d \% le ud | 5
Collector current cl A
Power dissipation Po 5
Operation M unction temperature 8 -55 to +150
Storage temperature Tste ) -55 to +150
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mOrdering Information

Preferred P/N

Packing
code

Unit weight(g)

Minimum
package(pcs)

Inner box
quantity(pcs)

Outer carton
quantity(pcs)

Delivery mode

BCP56

F2

Approximate 0.11

2500

5000

25000

13" reel

m Outline Dimensions

SINE VIEW,

TOP Vil

SINE, _VIEW

m Suggested Pad Layout

38
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function, or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
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