SOT-23-3L

mEquivalent circuit

mMaximum Ratings (Ta=25

RoHS

COMPLIANT

Features

e Epoxy meets UL-94 V-0 flammability rating

e Built-in bias resistors enable the configuration of an inverter circuit
without connecting external input resistors

e Surface mount package ideally Suited for Automatic Insertion

Mechanical Data

e Package: SOT-23-3L

e Terminals: Tin plated leads, solderable per
J-STD-002 and JESD22-B102

e Marking: 13

Unless otherwise specified

ITEM SYMBOL UNIT CONDITIONS VALUE
Vin Vv -30 to +10
Po mw 200
Junction Temperature Tj 150
Storage Temperature Tste -55 to +150
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mElectrical Characteristics (Ta=25 unless otherwise specified)

ITEM ‘ SYMBOL ’ UNIT ’ CONDITIONS ‘ MIN ‘ TYP ‘ MAX ‘
Vi
Input voltage
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mSOT-23-3L Package Outline Dimensions

mSuggested Pad Layout
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with

equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety

5/5

S-S7553 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21lyangjie.com
Rev.1.0,23-Oct-25


http://www.21yangjie.com/

